
tCT-700

FEATURES:

• Tester for sending/tracing a tone, cable 
continuity, coaxial, polarity, verify a line.

• The LAN Tracer is designed to identify and trace 
wires or cables within a group without damaging 
the insulation.

• Works with any tone generator to identify wires.
• Red and Black test leads are provided and have 

standard 4 conductor modular cords and plugs.
• Composite tip reduces shock risk.
• LED signal strength indication.
• Adjustable volume control.

Tone Frequency: 1kHz

Frequency Tempo: Fast/Slow

Output Voltage: 5Vp-p

Test Port: RJ45/BNC /RB Alligator

Continuity Test: Max.4KΩ

Measure cables length: Maximum 1000ft

Talk Battery Function: 8.5V/750Ω

Function Switch: One Button Switch RJ45/TalkBat/Tone/Cont/BNC

Low Battery Indication: Under 7V

TIA/EIA-568-B Cable Test: Open, Short, Pass

Battery: 9V

Dimension (L*W*D): 102*70*36mm

SPECIFICATIONS

3-in-1 Professional 

Tracer / Toner 

Cable Tester



technical data

Display: LEDs, music

Operating voltage: Amplifier Probe - 9V battery x 1pc

Tone Generator/Cable Tester - 9V battery x 1pc

Weight : Amplifier Probe - 115g (not including battery)

Tone Generator/Cable Tester - 137.2g (not including battery)

Dimensions (L x W x H): Amplifier Probe - 230(L) x 60.3(W) x 28(H) mm

Tone Generator/Cable Tester - 104(L) x 70(W) x 36(H) mm (only housing)

Accessories: BNC to CATV female adaptor x 1pc

50 BNC terminator x 1pc

Carrying zipper bag x 1pc

9V batteries x 2pcs

Belt clip x 1pc

User's guide


